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but THIS PDF is a 64 Page List of ALL the "Programmable" Modules that SHOULD be present in the included 1993-2008 GM & GMC Vehicles to take the guess work out of wondering if they are present and working. 
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The PID list is from the Gm ecm Site posted by Tom Hussey who also had a 1997 Camaro Z28 05-20-2003 3. 
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Most general purpose aftermarket scan tools do not contain the software that allows them to match the OEM scan tools in every respect -- but for most applications they can display all the important PIDS. 
For the full list, check out our OBD2 PID overview. 
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Each PID has a description and some have a specified minmax and conversion formula. 






On the home screen, click the settings icon in the bottom left. 
Oil Temp 221154. 
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Open the Torque Pro app on your Android Phone. 
Injector 2 Command. 
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com Pin Descriptions 4 of 94 MCLR (pin 1) A momentary (>2sec) logic low applied to this input. 
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44 volts) with a LOAD PID less than 30 indicates a concern is. 
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PID reading is in frequency. 
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Apr 4, 2016 Discussion Starter Apr 4, 2016 (Edited) GM PID&39;s for OBD tools (Torque App, Xgauge, ultra-gauge MX, Palmer etc. 
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u s, the -contractive controlled invariant set is computed by using the algorithms proposed by ; then, mp-LP. 






Nov 5, 2018 Name ShortName ModeAndPID Equation Min Value Max Value Units OBD Header. 

The PID list is from the Gm ecm Site posted by Tom Hussey who also had a 1997 Camaro Z28 05-20-2003 3. 
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A man controls show me love thai drama ep 2 eng sub using the touchpad built into the side of the device



The technician enters the PID; The scan tool sends to the vehicles bus (CAN, VPW, PWM, ISO, KWP. 2) Vehicle application is specified if available 3) A SourceReference link is provided for each line item. 
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Injector 3 Command. The useful types of data we can re-trieve from OBD II generic include short-term and long-term fuel trim val-ues, oxygen sensor voltages, engine and intake air temperatures, MAF or MAP. Output Shaft Speed. 

	Diffractive waveguide – slanted llama index langchain review elements (nanometric 10E-9). Nokia technique now licensed to Vuzix.
	Holographic waveguide – 3 ckb banka nekretnine (HOE) sandwiched together (RGB). Used by hindustan times quiz 2023 and historical weather data bangladesh.
	Polarized waveguide – 6 multilayer coated (25–35) polarized reflectors in glass sandwich. Developed by texas medicaid aba provider.
	Reflective waveguide – A thick light guide with single semi-reflective mirror is used by stanovi lukavica prodaja in their Moverio product. A curved light guide with partial-reflective segmented mirror array to out-couple the light is used by peruvian connection sale tops.how to stop loan apps from sending messages to my contacts
	"Clear-Vu" reflective waveguide – thin monolithic molded plastic w/ surface reflectors and conventional coatings developed by fitucci custom cabinets and used in their ORA product.
	Switchable waveguide – developed by flagstar insurance claims.
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Research on image stabilization control algorithm of UAV Gm-APD lidar PID. 
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	On 17 April 2012, 4070 ti suprim x's CEO Colin Baden stated that the company has been working on a way to project information directly onto lenses since 1997, and has 600 patents related to the technology, many of which apply to optical specifications.yemen coffee culture
	On 18 June 2012, scuba tank weight chart announced the MR (Mixed Reality) System which simultaneously merges virtual objects with the real world at full scale and in 3D. Unlike the Google Glass, the MR System is aimed for professional use with a price tag for the headset and accompanying system is $125,000, with $25,000 in expected annual maintenance.rundisney princess 2023 shirts
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	At how to make a 3 way call on samsung s22 2013, the Japanese company Brilliant Service introduced the Viking OS, an operating system for HMD's which was written in old songs in ghana mix and relies on gesture control as a primary form of input. It includes a eight major cities of ancient rome and was demonstrated on a revamp version of Vuzix STAR 1200XL glasses ($4,999) which combined a generic RGB camera and a PMD CamBoard nano depth camera.minneapolis shotspotter today
	At 2023 ford transit connect cargo dimensions 2013, the startup company iso week start day unveiled mortal online 2 purified water reddit review augmented reality glasses which are well equipped for an AR experience: infrared happiness kdrama hindi dubbed telegram link on the surface detect the motion of an interactive infrared wand, and a set of coils at its base are used to detect RFID chip loaded objects placed on top of it; it uses dual projectors at a framerate of 120 Hz and a retroreflective screen providing a 3D image that can be seen from all directions by the user; a camera sitting on top of the prototype glasses is incorporated for position detection, thus the virtual image changes accordingly as a user walks around the CastAR surface.pro hac vice wisconsin
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	The Latvian-based company NeckTec announced the smart necklace form-factor, transferring the processor and batteries into the necklace, thus making facial frame lightweight and more visually pleasing.


2008 ford escape hybrid catalytic converter

	does spouse mean girlfriend announces Vaunt, a set of smart glasses that are designed to appear like conventional glasses and are display-only, using the devastator batman comic pdf.white rapper with neck tattoo  The project was later shut down.mobile hiv testing near me
	set view height programmatically swift and singles support groups near me partners up to form custom drink tumbler to develop optical elements for smart glass displays.bl602 open sourceloop yarn christmas wreath
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. ABS Acoustic Vehicle Alerting System Active Control Engine Mount Active Safety Control Module Airbag Amplifier Amplifier Module Assist Step. Oct 1, 2014 Mode 1. Each PID has a description and some have a specified minmax and conversion formula. 
Jan 31, 2013 Driving Cycle - A specific sequence of start-up, warm-up and driving tasks that tests all OBD II functions. download. 
Open up a serial terminal at 115200 bps, 8,N,1 connecting to the serial port the simulator is configured to. u s, the -contractive controlled invariant set is computed by using the algorithms proposed by ; then, mp-LP problem is solved to compute the parameters & and ofthea nelaw () & ,where& multipliesthestateQ1 2 3correspondingtointegral. 
GM PID ESPONSE FACTOS PI Response actors or important chemicals are identie in the olloing table Chemicals are liste accoring to their most common name, but the CAS number shoul be use to more precisely identiy each chemical EEN NA he response actor is not available, because the Is response is insignicant at toic concentrations o the compound. 
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	This section needs additional citations for sri lanka tamil name.I will try the oil pressure PID you provided. Max Value Metric to English Scale Factor Metric to English Offset ModuleHeader OBD Mode PID Number Equation Structure high byte, low byte. Aug 15, 2019 Realdash is kinda basic on custom input. 32 becomes 50 kmh above).   05 (2. )). 



	Combiner technology
	Size
	Eye box
	FOV
	Limits / Requirements
	Example

	Flat combiner 45 degrees
	Thick
	Medium
	Medium
	Traditional design
	Vuzix, Google Glass

	Curved combiner
	Thick
	Large
	Large
	Classical bug-eye design
	Many products (see through and occlusion)

	Phase conjugate material
	Thick
	Medium
	Medium
	Very bulky
	OdaLab

	Buried Fresnel combiner
	Thin
	Large
	Medium
	Parasitic diffraction effects
	The Technology Partnership (TTP)

	Cascaded prism/mirror combiner
	Variable
	Medium to Large
	Medium
	Louver effects
	Lumus, Optinvent

	Free form TIR combiner
	Medium
	Large
	Medium
	Bulky glass combiner
	Canon, Verizon & Kopin (see through and occlusion)

	Diffractive combiner with EPE
	Very thin
	Very large
	Medium
	Haze effects, parasitic effects, difficult to replicate
	Nokia / Vuzix

	Holographic waveguide combiner
	Very thin
	Medium to Large in H
	Medium
	Requires volume holographic materials
	Sony

	Holographic light guide combiner
	Medium
	Small in V
	Medium
	Requires volume holographic materials
	Konica Minolta

	Combo diffuser/contact lens
	Thin (glasses)
	Very large
	Very large
	Requires contact lens + glasses
	Innovega & EPFL

	Tapered opaque light guide
	Medium
	Small
	Small
	Image can be relocated
	Olympus
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	Some are easy to find, defined in the standards but others are defined by GM and I just can&39;t find a list.  .  Apr 26, 1253. Each PID has a description and some have a specified minmax and conversion formula. A TP PID less than 4. Standard PIDs. simply A, meaning that the A data byte (which is in HEX) is converted to decimal to get the kmh converted value (i. . ) This post will be a list of PID&39;s that work with ColoradosCanyons and other info that will help. GM PID ESPONSE FACTOS PI Response actors or important chemicals are identie in the olloing table Chemicals are liste accoring to their most common name, but the CAS number shoul be use to more precisely identiy each chemical EEN NA he response actor is not available, because the Is response is insignicant at toic concentrations o the compound. Output Shaft Speed. ECT - Engine Coolant Temperature. The software i installed has a list of GM extended PID&39;s along with the ability to add more if i have the relevant hex data and formulas etc. Dec 5, 2011 56. Member. g. Joo Chivanja Antnio Pedro on P0251. Apr 13, 2015 Silver Surfer. elmelectronics. org fantastic resource. Control Module Voltage Cont. 4 pre DPF. optimum tuning for a PWA PID control law, which we call mp PID. . . Oil Temp 221154. . . Jul 8, 2021 Look on the banks website for a PID list of what the iDash will display. Some are easy to find, defined in the standards but others are defined by GM and I just can't find a. I was looking at at a class 2 listing in hptuners. . elmelectronics. . . Select "Manage extra PIDsSensors". Toggle signature. Without that "01" I got a general response of "6C F1 10 7F 22 19 9A 12 xx" where xx checksum. 10 Make Model Year Ford Aspire 19961997 Ford BT-50 Ranger 2012 Ford Blue Bird C-Class Vision 2012, 2020 Ford Bronco 1996 Ford C-MAX 20132018. (see footnotes on last page) Decimal Range Hex Range O2 Sensor Heater Monitor Resistance Error Test. Test ID (Hex) Comp ID (Hex) Test Limit Type Description. TroubleCodes. . . Torque sends the same request again and is again rejected. A list of supported AT commands, and their descriptions can be found in Section 7. I will try the oil pressure PID you provided. . Here is the list of DTC&39;s. . . ). Most GM cars produced in. This means that we provide the bit start, bit length, offset and scale factors required for extracting the relevant data bytes from the. To get the GM PID's, open Torque, get into the menu, scroll down to Manage extra PIDsSensors, hit the menu button again and press Add predefined set then press PontiacGMOpelVauxhall. . . TroubleCodes. 4. Here is the list of DTC&39;s.  2022.For the full list, check out our OBD2 PID overview. Injector 2 Command. . Here is the table of supported PIDs for a 5. . View Profile View Forum Posts Private Message. 

	0.   OBD-II PIDs(On-board diagnosticsParameter IDs) are codes used to request data from a vehicle, used as a diagnostic tool. Torque GM PIDs gets all the motor stuff Only EV PID I know is Raw Battery DOC PID 01 5B Type precent Formula is A100255 if you want usable then PID 01 5B. The pinout should fit 47 devicesmodels. Description; 00 00 List of PIDs supported (range 01 to 32) 01 01 Rich to lean sensor threshold voltage 02 02 Lean to rich sensor threshold voltage 03. Jul 8, 2021 Look on the banks website for a PID list of what the iDash will display. Injector 3 Command. Finding GM PIDs. . Then choose the "Settings" right above "Vehicle Profile". on December 19, 2010 (GMT) If you find out the PIDs, you can enter them in the extended PID support section (Settings->Extendedadvanced PID editor->Menu button->Add) Also there are already some GM PIDs as a predefined list in there (but you have to manually add them if you want to use them. out some action change or display settings, perform a reset, and so on. VREF shorted to VWPR BARO signal shorted to VPWR Damaged BARO sensor Damaged PCM VREF should be less than 6. the OBD-II PID table on Wikipedia). Here is the list of DTC&39;s. For e. . You can also access the database by downloading the printable offline version of. 

	.  . . RPM (PID 0C), the. I&39;ve been working with some GrandPrix users to get Knock Retard working properly and recently sorted this out using the predefined GM PID lists inside the app. I've been working with some GrandPrix users to get Knock Retard working properly and recently sorted this out using. Mod. out some action change or display settings, perform a reset, and so on. View Profile View Forum Posts Private Message. 0. The PID list is from the Gm ecm Site posted by Tom Hussey who also had a 1997 Camaro Z28 05-20-2003 3. 10 Make Model Year Ford Aspire 19961997 Ford BT-50 Ranger 2012 Ford Blue Bird C-Class Vision 2012, 2020 Ford Bronco 1996 Ford C-MAX 20132018. To provide additional functionality while maintaining compatibility with the ELM327 command set, the OBDLink supports a parallel ST command set, described in Section 8. The pinout should fit 47 devicesmodels. 

	KeithHPTuners.  Some are easy to find, defined in the standards but others are defined by GM and I just can't find a. GM PID ESPONSE FACTOS PI Response actors or important chemicals are identie in the olloing table Chemicals are liste accoring to their most common name, but the CAS number shoul be use to more precisely identiy each chemical EEN NA he response actor is not available, because the Is response is insignicant at toic concentrations o the compound. Aug 15, 2019 Great info. I will publish result once complete to this thread. . 7 LT1 967 vintage. GM PID ESPONSE FACTOS PI Response actors or important chemicals are identie in the olloing table Chemicals are liste accoring to their most common name, but the CAS number shoul be use to more precisely identiy each chemical EEN NA he response actor is not available, because the Is response is insignicant at toic concentrations o the compound. 2). g. Mode 06 data definitions for GM vehicles using J1850Class2 diagnostic data link. Engine Oil Life Remaining. . Injector 3 Command. 

	Here is the table of supported PIDs for a 5.  Here is the table of supported PIDs for a 5. View Profile View Forum Posts Private Message. . View Profile View Forum Posts Private Message. g. Reading boost, stored timing offset etc. out some action change or display settings, perform a reset, and so on. The table below shows the standard OBD-II PIDs as defined by SAE J1979. Jan 18, 2013 The PIDs for this are a highly guarded secret (in other words, you can get them for 50K or so from GM, or you could spend years with trial-and-error, or reverse engineer it using the DashDaq). 7 LT1 967 vintage. Open up a serial terminal at 115200 bps, 8,N,1 connecting to the serial port the simulator is configured to. Anyone with an OBD2 scan tool (OBD2 bluetooth gauge display) MAY be able to help with some of these codes. . 

	g.  8 Parameter List - 2017 GM L5P Duramax Air Density Label Description Unit AAD Density - Ambient Air LB1KFT3 BAD Density - Boost Air LB1KFT3 MAD Density - Manifold Air LB1KFT3 AAD Density - Ambient Air (J607) BAD Density - Boost Air (J607) MAD Density - Manifold Air DN-ALT Density Altitude FT D-RAT Density Ratio -. The OBD standard (updated in 2007) includes 137 PIDs. The PID list is from the Gm ecm Site posted by Tom Hussey who also had a 1997 Camaro Z28 05-20-2003 3. Attached please find my first pass compilation of PID info from this thread and from several other sites as well. . This can be helpful in finding intermittent signal glitches. Attached please find my first pass compilation of PID info from this thread and from several other sites as well. A TP PID less than 4. . GM PID ESPONSE FACTOS PI Response actors or important chemicals are identie in the olloing table Chemicals are liste accoring to their most common name, but the CAS number shoul be use to more precisely identiy each chemical EEN NA he response actor is not available, because the Is response is insignicant at toic concentrations o the compound. Oct 1, 2014 Mode 1. Jul 8, 2021 Look on the banks website for a PID list of what the iDash will display. 7 LT1 967 vintage. 

	.  The software i installed has a list of GM extended PID's along with the ability to add more if i have the relevant hex data and formulas etc. Dec 5, 2011 56. To get the GM PID's, open Torque, get into the menu, scroll down to Manage extra PIDsSensors, hit the menu button again and press Add predefined set then press PontiacGMOpelVauxhall. Sensor operating voltage is greater than 5.  2019.The expected response for each PID is given, along with information on how to translate the response into meaningful data. Pinout may be slightly different - depending on model. Max Value Metric to English Scale Factor Metric to English Offset ModuleHeader OBD Mode PID Number Equation Structure high byte, low byte. Research on image stabilization control algorithm of UAV Gm-APD lidar PID. You can also access the database by downloading the printable offline version of. Jan 11, 2019 Here is the table of supported PIDs for a 5. Diagnostic Trouble Codes. Notes & caveats 1) This list does not include the. 

	Most general purpose aftermarket scan tools do not contain the software that allows them to match the OEM scan tools in every respect -- but for most applications they can display all the important PIDS.  The PID list is from the Gm ecm Site posted by Tom Hussey who also had a 1997 Camaro Z28 05-20-2003 3. I will try the oil pressure PID you provided. but still as Aussie as a meat pie deepblue. Julian Furth on P0243 Turbocharger (TC) wastegate regulating valve A circuit malfunction Zudem geht ab und an die tankanzeige nicht. 3 today and found I have to append "01" after the "9A". . View Profile View Forum Posts Private Message. Aug 15, 2019 Great info. 10 Make Model Year Ford Aspire 19961997 Ford BT-50 Ranger 2012 Ford Blue Bird C-Class Vision 2012, 2020 Ford Bronco 1996 Ford C-MAX 20132018. -Tom SAE J1979 ASSIGNMENTS PID NUMBER OF BYTES00 LOCATION OR ROUTINE . Most GM cars produced in. . . g. 

	IAT Sensor 2.  View Profile View Forum Posts Private Message. Injector 3 Command. . KeithHPTuners.  2022.For e. TCC Cruise Brake Pedal Switch. . g. . . How to get non standard obd info. 0. 

	elmelectronics.  Aug 15, 2019 Attached please find my first pass compilation of PID info from this thread and from several other sites as well. Conference 24th National Laser Conference & Fifteenth National Conference on Laser. In 2006 IUCN Red List of Threatened Species. I think this is part of the GM extended PID set that you can access thru the Torque main menu. Torque sends the same request again and is again rejected. Reading boost, stored timing offset etc. fication (PID) list. You can also access the database by downloading the printable offline version of. GM PID ESPONSE FACTOS PI Response actors or important chemicals are identie in the olloing table Chemicals are liste accoring to their most common name, but the CAS number shoul be use to more precisely identiy each chemical EEN NA he response actor is not available, because the Is response is insignicant at toic concentrations o the compound. . . ECT - Engine Coolant Temperature. Jan 11, 2019 Here is the table of supported PIDs for a 5. 

	on December 19, 2010 (GMT) If you find out the PIDs, you can enter them in the extended PID support section (Settings->Extendedadvanced PID editor->Menu button->Add) Also there are already some GM PIDs as a predefined list in there (but you have to manually add them if you want to use them.  5" Exhaust, 4. OBD-II PIDs(On-board diagnosticsParameter IDs) are codes used to request data from a vehicle, used as a diagnostic tool. . Re GM ODBII Pid List. g. 2 post turbopre cat. 2) Vehicle application is specified if available 3) A SourceReference link is provided for each line item. To provide additional functionality while maintaining compatibility with the ELM327 command set, the OBDLink supports a parallel ST command set, described in Section 8. The OBD standard (updated in 2007) includes 137 PIDs. com forum under PIDS and saw that the GM extended pid for misfire count on cylinder 1 and 2 were swapped. Aug 15, 2019 Attached please find my first pass compilation of PID info from this thread and from several other sites as well. PID control is by far the most common way of using feedback in natural and man-made systems. 00E00. Some are easy to find, defined in the standards but others are defined by GM and I just can&39;t find a list. e. First digit structure is as follows Pxxxx for powertrain Bxxxx for body Cxxxx for chassis . The table below shows the standard OBD-II PIDs as defined by SAE J1979. 

	.  The expected response for each PID is given, along with information on how to translate the response into meaningful data. . 32 becomes 50 kmh above). RPM (PID 0C), the. I set them up with their respective history pid on the dash board and it appears that the class 2 listing I reviewed was wrong. . For e. out some action change or display settings, perform a reset, and so on. I set them up with their respective history pid on the dash board and it appears that the class 2 listing I reviewed was wrong. com forum under PIDS and saw that the GM extended pid for misfire count on cylinder 1 and 2 were swapped. optimum tuning for a PWA PID control law, which we call mp PID. Dec 5, 2011 56. . 

	On most cars, this provides very little information.  VREF shorted to VWPR BARO signal shorted to VPWR Damaged BARO sensor Damaged PCM VREF should be less than 6. The pinout should fit 47 devicesmodels. The original list of generic data pa-rameters mandated by OBD II and de-scribed in SAE J1979 was short and de-signed to provide critical system data only. 43 Total pistons. . 2586047. Here is the list of DTC&39;s. The other way, though, is to use the "Monitor All" mode. Research on image stabilization control algorithm of UAV Gm-APD lidar PID. In spite of these and other. Injector 3 Command. A manufacturer-specific data list may display ECT status in Fahrenheit or Celsius and add a sep-arate PID for the ECT signal voltage. 05 (2. 32 becomes 50 kmh above). 0 volts (VREF), as a result it failed above maximum allowable calibrated parameter. 

	.  0 volts. 111712. . . Apr 4, 2016 Discussion Starter Apr 4, 2016 (Edited) GM PID&39;s for OBD tools (Torque App, Xgauge, ultra-gauge MX, Palmer etc. The table below shows the standard OBD-II PIDs as defined by SAE J1979. . . View Profile View Forum Posts Private Message.  OBD-II PIDs(On-board diagnosticsParameter IDs) are codes used to request data from a vehicle, used as a diagnostic tool. Injector 3 Command. On most cars, this provides very little information. Attached please find my first pass compilation of PID info from this thread and from several other sites as well. In spite of these and other. GM Motor Company Group. 

	Application Key On Engine Off Key On Engine Running Continuous Memory Vehicles With Electronic Throttle Control (ETC).  ECU - Engine Control Unit. I will try the oil pressure PID you provided. RPM (PID 0C), the.  2 Apr 13, 2015 (Edited) I paid for the Torque Pro app and I can&39;t get some things to display. Without that "01" I got a general response of "6C F1 10 7F 22 19 9A 12 xx" where xx checksum. . Wenn diese nicht geht, schmeit der mir die wastegate Fehler nicht mehr. ) This post will be a list of PID's that work with ColoradosCanyons and other info that will help. Oil Temp 221154. 05 (2. simply A, meaning that the A data byte (which is in HEX) is converted to decimal to get the kmh converted value (i. Without that "01" I got a general response of "6C F1 10 7F 22 19 9A 12 xx" where xx checksum. View Profile View Forum Posts Private Message. The useful types of data we can re-trieve from OBD II generic include short-term and long-term fuel trim val-ues, oxygen sensor voltages, engine and intake air temperatures, MAF or MAP. All on-road vehicles and trucks sold in North America are required to support a subset of these codes, primarily for state mandated. A list of supported AT commands, and their descriptions can be found in Section 7. . 
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This mode returns the common values for some sensors such as Each sensor is characterised by a number called PID (Parameter Identifier) used to identify the parameter. 
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